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Function & Features

* Three kinds of modes: Rate Mode, Time Mode, Body Weight Mode.

* Double CPU makes the process of injection safer and more reliable.

= Accurate and sensitive pressure sensor detects occlusion pressure accurately.
* Injection time, dose, solution can be checked during the process of injection.
= Precision step motor. There is no pulsating wave even during low-rate injection.
+KVO rate can be selectable according to concrete requirements from 0.1mi/h to Smi/h.
 Excellent injection operation. The accuracy will be ensured even at small-volume injection.
= Unique injection supervision system ensures the safe injection and reduces the nurse's workload.
» Accept all standard syringes of 5ml, 10mi, 20ml, 30mi and 50m. It will self-diagnose and
display the syringe size and set parameter automatically in the form of menu.
= Alarm is given when there is malfunction or operation error, and the machine stops running automatically.

= Save the preset volume automatically when there is unpredictable switch off, ensuring the accuracy of injection volume.

Technical parameters of SK-5001I Syringe Pump

Dimension 288130x122mm Weight S0kg

Power spply S0/60Hz ACI00V~240V Batery Tihium polymer battery, 74V, 1600mA
Occlusion value | 400mmHg~900mmHg Injecion increment___| 0.1l

Displayed Rate, =, Volumeimit, Syringe size, Prosswre | | Feasiblesyringo Sl 0.1~100ml 101 0.1-200mlh
information value, Batery capacity, Uit of medicaldosage, | | rate range 20 0.1~400mlh 30ml:0.1~600miA

AC power indiator,_Bed No. S0l 0.1~1500mlh
Fuse 20V2A%2, 1V2A2 KVOrate 015 OmIh(slectable)
Maximum power | 25VA, Sh afle being rcharged Bolus rate Sml 100mlh 10mk200mUh 20ml: 400mlh

30ml: 600mlh__ SOml: 1500mlm

‘Accumulated 099999l Sclectable mode: Rale mod, Time mods, Body woight mode
injection volume
Tnjostion accuracy | 42% Time Mode Volume limit: 0.1~999 9ml_Time: 0~2000scoonds

OVER, NEAR, Occlusion, Low battry, Syringe P — .

Alarm function | disengaged, - Syringe sbnormal, Control sbnormal, | | Body Weight Mode

Intemal malfunction Drug lmit: 0.1-9999 9(mghg), Soluton lmit:
Electromagnetic | Comply with the stipilaion of IEC60601-1-2 (1993 0.1~999 9ml, Weight: 01-300.0kg, Dose: 0.1-99999
compatibilty edition ) EN60GO1-1-2:24
Electrical safety | Comply with the stiulation of GB9706.1-1995, | [ operating conditions | Environment _temperature. 5~45°C, air  pressure

EN60601-1 and UL60601-1
‘Applicabl sringes | Al brands of standard yringes: Storage
Sml,10ml,20mL30ml,50ml

70~106kPa, relative humidity 30%~90%
Environment temperature -15~50°C, i prossre
70~106kPa, relative humidity 30%~90%

SK-600 I

Infusion Pump CE""”

Function and Features

= Unique door-free structure and big LCD screen, making it easier and more
convenient to operate and in the meanwhile avoiding problems of pump
stuck and fluid leakage.

= Unique function of bedside infusion supervision, making patients and their
relatives more assured while also reducing nurses' workload. If used with
SK-20001 and SK-9001, a bed No. can be set in the machine and then its
infusion progress and alarm information can be displayed on the SK-20001
located at Nurse's Station and SK-900I. The nurse, upon seeing and hearing
the signal, can go and handle the unit accordingly.

« All brands of standard IV sets of standard are compatible. With only a simple
calibration, it can guarantee an accurate, smooth and safe infusion.

* When detecting air in line or occlusion, an audio and visual alarm signal
shall be given instantly while at the same time the machine stops operation
automatically, thus reducing the danger of air embolism to patients.

« The infrared sensor shall give alarm signal when detecting excessive air
pressure.

« Application of double CPU , making the infusion process safer and more
reliable.

= Alarm signals are given in case of malfunction or operation error and the
machine stops operation automatically.

Technical parameters of SK-6001 Infusion Pump

imumsi Accumilated nfusi
M szl 120x140x180mm i 1~9999mi
Maximum weight <20kg Infusion accuracy £5%
. 50/60HzAC100V~240V KVO ate il
@ RATE gOVER @occL.
Low battery
g ﬁfté.'r'.\‘.'.fm infusion volume) Alarm function @1V line installation error
@ Battory capacity chine matoncton
Displayed © Battery charge indicator
® A$, g:wlr indicator Certification CEorsr
® occL. Comply with EN60601-1 for medical
© AR Electical Safely | . uipmentand EN60G01-2:24
LA Complies with EN60601-1-2
Fuse 220V2AX2, 12V2A X2 compatiilty(EMC)| ComPles W ¥
Maximum power | 25VA, running more than 5 hours after Infusion increment | 1mi/h
consumption | being charged |Aoplcabe infusionset| Al standard V sets .
Infusionraterangdl 1. goomyn Feasible preset
infusionvolume | 1~9899m!
Bolus 600mih Battery ey 74V, 1600mA
Operating ‘onvionmentemperatie 545, af prossire Enionmenttomperaur - 6-50C, a prossure
|_conditions: 70~106kPa, relative humidty 30%-00% Storags 70~106KPa, relative humidity 30%-90%





